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      SuperCap Energy Storage SCES 

the flexible and versatile product family for short-time energy storage 

Bidirectional DC-DC converter    Fully operational control  

High efficient control algorithm   Integrated  functionalities  

DC-applikation SCES300-DC SCES600-DC SCES900-DC 

Nominal DC power 300 kW 600 kW 900 kW 

Maximum DC power 600 kW 1200 kW 1800 kW 

DC voltage range 900 VDC– 1100 VDC 

Minimum DC voltage 500 VDC 

Electrical isolation no 

Useable energy 2.5 MJ 5 MJ 7.5 MJ 

Control mode current-, voltage-, power control and droop mode  

Auxiliary power supply 1 x 230 VAC, other upon request  

Dimensions (W/D/H) 1600/1000/2500 mm 2600/1000/2500 mm 3600/1000/2500 mm 

Weight 2300 kg 3000 kg 3800 kg 

Operation temperature +5… +35°C (extended range upon request)  

Storage temperature -15… +45°C (extended range upon request)  

Enclosure type  IP40 indoor  

Cooling air-cooled  

Certification  CE, UL/UR, CSA, other upon request  

Standards EN61000-62, EN61000-6-4, EN62477-1, IEC62103  

FlexConvert  FC500 FC1000 FC1500 

Technical data are subject to change, even for reasons on country-specific deviations.  

Indrivetec assumes no liability for errors and omissions. 



INDRIVETEC AG 

              FlexConvert DC-DC Converter 

the flexible and versatile product family for DC-coupling 

Bidirectional DC-DC converter    DC-coupling from renewables 

High efficient controlling     Integrated  functionalities  

Input DC FC-DC450-PV FC-DC450-ESS 

Maximum DC power 500 kWp 500 kW 

Maximum DC voltage 1200 V DC 1100 V DC 

Minimum DC voltage 400 VDC (start) 0 VDC 

MPP(T) voltage range 450 VDC—1000 VDC - 

Maximum DC current 1050 A 

Output DC 

Maximum DC voltage 1100 VDC 

Minimum DC voltage 500 VDC 

Maximum DC current 1000 A 

Maximum efficiency 98,5 % 

General data 

Auxiliary power supply 1 x 230 VAC, other upon request 

Protection Disconnector, Fuses, Overvoltage, Overcurrent 

Dimensions (L x W x H) 800 x 800 x 2000 mm 

Weight 650 kg 

Operation temperature -25… +50°C (extended range upon request) 

Enclosure type IP54 indoor, IP55 outdoor 

Cooling air-cooled  

Communication interface Profibus, CAN, Modbus TCP, Profinet, other upon request  

Technical data are subject to change, even for reasons on country-specific deviations.  

Indrivetec assumes no liability for errors and omissions. 
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INDRIVETEC AG 

CONTACT US 

 

Indrivetec AG 

Hagenholzstrasse 71 

CH-8050 Zurich 

Switzerland 

Phone +41 44 515 37 00 

Email   info@indrivetec.com 

Email   sales@indrivetec.com 

  www.indrivetec.com 

 


